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ABITIG® GRIP handle system –  

see page 44–45

1  Torch input pressure: 
Min. 2.5 bar (max. 3.5 bar); 
Min. flow rate: 0.9 l/min.

Technical data based on cable assembly  
lengths of up to 8.00 m.

ABITIG® GRIP 18 SC
Technical data (EN 60 974-7):
Type of cooling: liquid cooled1

Rating: 400 A DC
 280 A AC
Duty cycle: 100 %
Tungsten electrodes: Ø 0.5–4.8 mm

Torch complete Torch body
Type Cooling Part-No. Version Part-No.
ABITIG® GRIP 18 SC liquid cooled see comment2 Standard; 75.0 mm 712.6020
 ² Due to the highly differing types of connections on the machine side we cannot list order numbers for complete torches. Please use the TIG torch overview for the order of complete torches – this 
you can find in the download area of our website www.binzel-abicor.com.

TIG Welding Torches “ABITIG® GRIP” 
liquid cooled 

 ■ One ergonomic handle with “GRIP” for all ABI-
TIG® GRIP torch types – offers high grip ability 
and optimum feel

 ■ Modular switching and control functions inte-
grated into the handle – individually and ergono-
mically

 ■ Short ball joint for optimum movement radius 
and ideal handling

 ■ Light and flexible cable assemblies with modular 
machine-side connections for all available TIG 
welding power sources

 ■ Consumables compatible to the international 
standard
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76 mm42 mm

49 mm50 mm

Wear parts

ABITIG® GRIP 18 SC

Back cap (10 pcs.) Short Long
 712.1053 712.1051

Collet (10 pcs.) Standard version HL version1

Ø 0.5 mm 702.0005 / 10N21 –
Ø 1.0 mm 702.0006 / 10N22 –
Ø 1.6 mm 702.0008 / 10N23 –
Ø 2.4 mm 702.0009 / 10N24 –
Ø 3.2 mm 702.0010 / 10N25  712.6064 / 10N25HD
Ø 4.0 mm –  712.6065 / 54N20HD
Ø 4.8 mm –  712.6066 / 18C36

Collet body (10 pcs.) Standard version Standard version  
with gas lens

HL version1

Ø 0.5 mm – 712.6099 / 18GL02 –
Ø 1.0 mm – 712.6100 / 18GL04 –
Ø 1.6 mm – 712.6101 / 18GL16 –
Ø 2.4 mm – 712.6102 / 18GL32 –
Ø 3.2 mm – 712.6103 / 18GL18 –
Ø 4.0 mm – 712.6104 / 18GL53 –
Ø 4.8 mm – 712.6105 / 18GL36 –
Ø 0.5–3.2 mm 712.6074 / NCB-53 – –
Ø 3.2–4.8 mm – – 712.6076 / NCB-36

Insulating ring (5 pcs.) Insulating ring
 712.6043 / 18NG

Gas nozzle, ceramic 
(10 pcs.)

Standard version Standard version

No. 4 Ø  6.5 mm 701.0420 / 54N18 –
No. 5 Ø  8.0 mm 701.0421 / 54N17 701.0427 / 54N17L
No. 6 Ø  9.5 mm 701.0422 / 54N16 701.0428 / 54N16L
No. 7 Ø 11.0 mm 701.0423 / 54N15 701.0429 / 54N15L
No. 8 Ø 12.5 mm 701.0424 / 54N14 –
No. 12 Ø 19.5 mm 701.0426 / 54N19 –

 ¹ Please note: HL = Heavy duty version


